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安全

警告
正确拧紧硬件
始终将硬件拧紧到规定的扭矩。过度拧紧硬件可能会让
硬件或组件变形或损坏。硬件拧得不够紧，可能会导致
硬件或组件变松。任何一种情况都可能损坏自行车，导
致骑手受伤。

警告
始终使用螺纹固定剂
如果重新使用的紧固件之前曾经使用螺丝固定剂，必须
使用异丙醇对其进行清洗，然后在重新安装之前，涂抹
新的螺纹固定剂。不使用螺纹固定剂，紧固件可能会松
动，导致损坏自行车或者骑手受伤。

图示

涂润滑脂

不适用于涂润滑脂

使用螺丝固定剂

   Nm 扭矩 

六角工具

 扎带
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Specifications
Chainline and chainring

Chainline Chainring
Min Max

1X, 49mm 22T 32T
1X, 52mm 22T 34T
2X, 49mm 22T 36T

Rear brake mount
Frame 
size

Minimum 
(direct mount)

Maximum 
(with adapter)

XXS 160mm 160mm
XS – XXL 160mm 180mm

Maximum tire size
Notice: Measurements of actual tires may vary. Always 
verify there is sufficient clearance between the tire and 
the frame. Improper tire size could damage the bicycle 
frame. Trek recommends 6mm clearance above and on 
the sides of the tire.

Frame size Maximum tire 
1X 2X (rear tire)**

XXS* 27.5" x 2.4" 27.5" x 2.2"
XS – SM 27.5" x 2.4" 27.5" x 2.2"
M – XXL 29" x 2.4" 29" x 2.4"

* While the frame is compatible with 27.5” wheels, you’ll 
also need a 27.5” compatible fork. The stock MY23 XXS 
Marlin 7 and 8 forks are compatible with both 26” and 
27.5” wheels. The stock fork on the MY23 XXS Marlin 6, 
however, is only 26” compatible.

** Front derailleur reduces the maximum width of the 
rear tire

Seat post

WARNING
Always follow the seatpost manufacturer’s minimum 
insertion recommendation. Failure to follow the recom-
mendation could cause damage to the seatpost and 
result in injury to the rider.

Measurement
Maximum  insertion XXS – SM 200mm

MD 216mm
ML – XL 240mm
XXL 245mm

Seat tube inside diameter 31.6mm
Seat tube post clamp outer diameter 36.2mm

Bottom bracket 

Bottom Bracket
BSA 73 (threaded)

Fork
Note: The original equipment fork can be upgraded to a 
fork with a tapered steerer, but this also requires a new 
head set, part number 5304967.

WARNING
Exceeding the recommended maximum fork length could 
damage the bicycle and result in injury to the rider.

Travel

Axle to Crown

 

Frame size Axle to Race  
(mm)

Travel 
(mm)

XXS Recommended
478

80
Maximum 100

XS – SM Recommended 510 100
Maximum 523* 120

MD, ML, L, XL, XXL Recommended 512 100
Maximum* 540 120

*With 120 mm travel fork and external 13mm cap

Refer to the suspension setup card included with your bike 
or the suspension calculator at  
trekbikes.com/suspension-calculator.

走线——座管杆，无前
变速器

规格
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后变速器和快拆杆

1

2

3

4

1.5Nm

2.5

5

6 Nm

�1 换挡杆 — W5280203

2 快拆杆 — W5294991

3 变速器螺丝 — W5270010

4 变速器挂钩 — W5260077

工具
•	 2.5mm 六角工具
•	 螺丝固定剂

警告
请勿给后尾钩或变速器挂钩涂抹润滑脂。

https://www.trekbikes.com/p/W5280203
https://www.trekbikes.com/p/W5294991
https://www.trekbikes.com/p/W5270010
https://www.trekbikes.com/p/W5260077
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走线——座管杆，无前变速器
请注意：车架走线的方式可通过前变速器，也可在坐杆内部走线，但无法两者同时提供。

建议：卸下底部支架，可以更轻松地进行坐杆外管走线。




1

2

1

2

3

4

5





�1 后刹车管

2 后变速器外管

3 座管外管

4 插头（没有前变速器或座管走线外管的情况下使
用）W5271561

5 泡沫管 — W528082

 扎带

https://www.trekbikes.com/p/W5271561
https://www.trekbikes.com/p/W528082
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走线——前变速器，无座管杆
请注意：车架走线的方式可通过前变速器，也可在坐杆内部走线，但无法两者同时提供。


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5





�1 后刹车管

2 后变速器外管

3 前变速器外管

4 插头（没有前变速器或座管走线外管的情况下使
用）W5271561

5 泡沫管— W528082 
（需要切割成要求的尺寸 – 450mm）

6 线管导管 — W575392

 扎带

https://www.trekbikes.com/p/W5271561
https://www.trekbikes.com/p/W528082
https://www.trekbikes.com/p/W575392
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车架护套



1

�1 后下叉护板 — W5293689

 扎带

https://www.trekbikes.com/p/W5293689
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规格
链线和链轮

链线 链环
最小 最大

1X, 49mm 22T 32T
1X, 52mm 22T 34T
2X, 49mm 22T 36T

后刹车支架
车架尺寸 最小 

（直接安装）
最大 

（加适配器）
XXS 160mm 160mm
XS – XXL 160mm 180mm

最大文件尺寸：
注意：实际轮胎的测量值可能会有所不同。始终确认轮
胎和车架之间有足够的间隙。轮胎尺寸不当可能会损坏
自行车车架。Trek 建议在轮胎上方和侧面留出 6mm 的
间隙。

车架尺寸 最大轮胎：
1X 2X (后胎)**

XXS (Marlin 6)* 26″ x 2.4" 26" x 2.2"
XXS (Marlin 7, 8) 27.5" x 2.4" 27.5" x 2.2"
XS – SM (Marlin 6, 7, 8) 27.5" x 2.4" 27.5" x 2.2"
M – XXL (Marlin 6, 7, 8) 29" x 2.4" 29" x 2.4"

* 虽然 MY23 Marlin 6 车架兼容 27.5" 车轮， 
" 但您还需要改用兼容的 27.5" 前叉。"  
** 前变速器减小了后轮胎的最大宽度。

座杆

警告
始终遵循座杆制造商的最低插入长度建议。如果不按照
建议操作，可能会损坏座杆并导致骑手受伤。

测量
最大插入长度 XXS – SM 200mm

MD 216mm
ML – XL 240mm
XXL 245mm

座管内径 31.6mm
座管柱夹外径 36.2mm

中轴 

中轴
BSA 73（螺纹）

前叉
请注意：原厂前叉可以升级为带锥形转向管的前叉，但需
要一个新碗组，部件编号5304967.

警告
超过建议最大前叉长度可能会损坏自行车，对骑手造成
伤害。

行程

轴到肩

 

车架尺寸 轴肩距离  
(mm)

行程 
(mm)

XXS 推荐
478

80
最大 100

XS – SM 推荐 510 100
最大 523* 120

MD, ML, L, XL, XXL 推荐 512 100
最大* 540 120

* 使用 120mm 前叉和耳机套件 5304967 时，其中包括 
13mm 外部下轴承杯。

https://www.trekbikes.com/p/5304967

